
TRIED, TESTED & TRUSTED

Increase profitability by supporting
more game content

Minimise downtime with local 
support and a field-serviceable 
design

Secure and tamperproof, with 
concealed I/O and buttons

Reduce install costs with Power over 
Ethernet

KEY BENEFITS

BT-521
FIXED eGAMING TERMINAL

The Captec BT-521 is specifically designed for electronic gaming, 
with a large touchscreen display for eye catching advertisements and 
an absorbing user experience. With optional Power over Ethernet, 
the terminal can be used in a wider variety of locations with reduced 
installation costs. 



TRIED, TESTED & TRUSTED

SPECIFICATIONS

BT 521 FIXED eGAMING TERMINAL
CPU Intel Celeron J1900 Quad Core 

2.0GHz
Memory 4GB
Chipset Bay Trail
Storage 64GB SSD
LAN BT-521-E (Non Power over Ethernet)

1 x Gigabit Ethernet
(Flying lead with RJ-45 socket)

BT-521-P (Power over Ethernet)
1x PoE-enabled RJ-45 Ethernet IEEE 
802.3bt
(Flying lead with RJ-45 socket)

I/O Windows 10 IoT LTSC
Graphics Intel HD graphics for Intel Atom 

processor Z3700 series

Aspect ratio 16:9
Warrenty options 3 year return to base, 5 day 

turnaround
1 year return to base

BT 521 FIXED eGAMING TERMINAL
Resolution 1920x1080 FHD
Screen technology TFT – LED backlight
Brightness 212cd/m2
Response time 18ms
Touchscreen 10 point touch projected capacitive
Viewing angle 178⁰/178⁰ ultra-wide
Display thickness 2.7mm
Screen hardness ≥6H toughened hard panel
Bezel Black, curved, edge-to-edge true flat 

surface
Articulation Tilt (x-axis rotation, pitch) only; +45° 

from horizontal datum, actionable by 
end user.

Wireless Dual-band Wi-Fi IEEE 802.11ac
Weight 12kg
Construction ABS and aluminium enclosure.

Black anodised aluminium optional 
stand.

Operating 
temperature

0°C-30°C

Storage temperature -10-60⁰C
Certification CE

FCC pending
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ITEM NO. PART NUMBER DESCRIPTION QTY.
1 Hannspree-

HO225DTB-Screen 21.5" Touch Screen Monitor 1

2 NUC Micro 
Computer

EC-211-19BZ - Yanyu Gongkong 
N3919BZ - Nano Barebone, Intel 
Celeron J1900, 2x RJ-45, 4x USB, 
4GB DDR3L RAM, 64GB MSATA 

SSD, 12v 5A Power supply, Dual-
band 802.11ac 2.4GHz/5GHz 
WiFi module with Antennas, 

Black

1

3 4980-53-05645 NUC Casing 1

4 Planet-POE-Splitter

POE-173S - Single Port, PoE 
Splitter, 802.3af/at/bt, 1x RJ-45 

PoE Input,1x 12/19/24V DC 
Power Output, 1x RJ-45 Data 
Output, 10/100/1000Mbps, 

PLANET

1

5 4980-53-05641 Screen rear Shell casing 1
6 RS-543-282 Cable Grommet 1
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CAPTEC LTD, 7 Whittle Avenue, Fareham, 
Hampshire, PO15 5SH, England. 
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www.captec-group.com      

TREATMENT

NOTES

DO NOT SCALE

REMOVE ALL SHARP EDGES 0.3R

FINISH

DIMENSIONS IN mm
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SPECIFICATIONGeneral Dimension Tolerances      0       =  ±0.5 mm   
Unless Stated Otherwise          0.0    =  ±0.2 mm   

Angular   =  ±0.5                0.00  =  ±0.1 mm   
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DATE:    

DATE:    

DATE:

FBT General Arrangement

E&OE. Captec reserves the right to change specifications without notice.
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EMEA Office 
7 Whittle Avenue, Fareham  
Hants, PO15 5SH, UK 

T: +44 (0)1489 866 066  
F: +44 (0)1489 866 088  
E: sales@uk.captec-group.com

  /company/captec

North America Office  
15 Saltsman Dr. Cambridge, ON. 
N3H 4R7, Canada 

T: +1 (519)650-4000 
F: +1 (519)650-2000  
E: sales@ca.captec-group.com
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all dimensions are in mm


